
AVL634D

分類: Headset & Earset

Microphones

DUAL EARHOOK HEADSET

MIC

Optional connectors
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Locking 4 Pin
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XLR

(HIROSE)
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lock screw
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XLR
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plug

Ø3.5 stereo

plug with lock

screw

Ø3.5 mono

plug

Ø3.5 mono

lockplug

Ø3.5, 90

mono plug

Features

Optionally available all kind’s of connector

Flexible boom

Adjustable boom length

Boom can be moved up and down

Primarily for indoor and outdoor professionals

Designed for use on stage, church, aerobics,

sportscasting,singing/dancing and other applications requiring

minimum microphone visibility with hands-free operation

Provides high-quality voice/sound pickup

Ultra light weight and easy clip-on style for comfortable use

Compatible with wireless body pack transmitters

Specifications

Element : Back Electret Condenser

Polar Pattern : Omnidirectional
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Frequency Response

Frequency : 20Hz ~ 20,000Hz

Sensitivity : -67dB ± 3dB (0dB=1V/μbar@ 1KHz)

SPL : 115 dB

Impedance : 2,000Ω ± 30% (@1KHz)

Operating

Voltage:

1V ~ 10V DC

Dimension : Ø4 (capsule)

Weight : 22 g (without connector

Diagrams
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Polar Pattern

Connect with AV-LEADER
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